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Change from Celsius and Fahrenheit
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Non-Contact Infrared MEDSOU RCE‘

Body Thermometer

SetButton
Unit calibration button for
accurate readings.

Memo Button
Record temperature settings.
EasytoUnderstand () for up to 50 groups.
Color Digtal Screen
Mode Button
Change between Body,
Entire screen will change color ‘ ‘Ambient and Object reading
to indicate Normal, Medium or modes.
High temperature.
o= = On/Scan Button
Easy one handed operation to turn on
and scan
-
Ambient temperature: 60° F - 95° F relative humidity: <85% Body temperature range: 93.2° F -109.2°F
Measurement time: less than 2 seconds Memory function: 50 groups
Measuring distance: .4 - 2" Automatic poweroff: <I8 seconds
Measurement accuracy: + 2° C / 36" F Product weight: 3.033 0z. (excluding two A batteries)

‘Thermal equilibrium time: 30 minutes Product size: L 5.43" x W 374" x H 147"
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This product can be set according to the subjects of different colors and different
environments data to meet the different characteristics of populations or individuals.
Long press the MODE button to modify the measurement parameters.

1) Unit Set-F1

Under the boot mode .Long press SET button to enter F1, press the "MODE" or “MEMO”
button to switch Celsius and Fahrenheit temperature units, press the SET button to
confirm the unit settings (factory default is Fahrenheit ).
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Some people’s body temperature is lower
than the general population.

MESSAGE SITUATION SOLUTION
H Temperature taken in not within Typical | Make sure the forehead thermometer is for
— human temperature range. forehead measurement, not other human
® | (34.0C-429C or 93.2F - 109.27 ). body site.
Lo
Measured over the distance 1-5 cm(0.4-2 in). | Optimum measurement distance is Lem.
Incorrect test position. See figure 2 Measuring position and distance.
L © | Subjects forehead hair, Antipyretic stickers, | Subjects sit quietly 5-10 minutes before the
| head with sweat, etc. test.
Lo

‘The main concern fever temperature.

¥4 overall temperature offset i set incorrectly

Adjust the temperature offset value

Operating temperature exceeds the range of
specified temperature.

Move to a room within the operating range
‘wait 30 minutes before taking temperature.

The screen flicker, automatic turn off.

Replace battery or the product has been
damaged, needs repairs.

Battery capacity is too low. Taking
Temperature is not allowed.

Install a new battery

Ambient temperature changes too fast

‘Wait until the ambient temperature
is stable.

(1) Power s off.
(2) Improper battery installation.
(3)The battery is exhausted.
(4)Display remains blank.

(1)Press On/Scam button again.
(2)Check the battery polarity.
(3)Replace with a new battery.

(4)Contact the retailer or service center.
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B 5-CLEANING, CARE AND STORAGE I

The lens is very delicate.
Itis very important to protect the lens from dirt and damage.

Use a clean, soft cloth to clean the surface of the device and LCD. Do not use solvents or
immerse the device into water or other liquids.

Always keep the thermometer a within the storage temperature and humidity range as
specified.

It is recommended to store the thermometer in a dry location free from dust.

Always keep the thermometer within the storage temperature range (- 20 C to 55 Cor
-4 Ft0131 F) and humidity range (s93% non-condensing).

It is recommended to store the thermometer in a dry location free from dust. Do not
expose the thermometer to direct sunlight, high temperature/ humidity or any
extreme environment, otherwise the function will be reduced.

When the ambient temperature of the thermometer changes too much, such as moving
the thermometer from one place of lower temperature to another place of higher
temperature, allow the thermometer to remain in a room for 30 minutes where the
temperature is between15 C t0 35 C.




